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with hand transmitters using an RC-2000 code format a “hammering” in slow suc-
cession is heard.

3   Comparing transmitting level readings on hand transmitters

When comparing transmitting levels within a frequency band, it is important to
work under the same local conditions. The position of the transmitter in the hand,
the distance to metal parts and electrical cables as well as similarity of design
(code format) are important influencing factors. If the transmitting level of a hand
transmitter, operated at a distance of 0.5 m to 1 m with aerial pushed in, is good,
then the first green LED on the left will light up. If the display of a second hand
transmitter appears above the display of the first, this indicates that its transmitting
level is higher/better. Accordingly, a display appearing below that of the first hand
transmitter indicates that its transmitting level is lower/poorer.

4   Detecting jamming transmitters

Jamming transmitters at the place where radio receivers are installed always cause
a more or less major reduction in the sensitivity and as a result a reduction in the
range. To carry out testing in such cases (except for 433.92 MHz and 868.30 MHz)
the aerial must be pulled out. If a display appears in the LED chain on a frequen-
cy band when the hand transmitter is not being operated, then a source of distur-
bance must be suspected. If you move towards the suspected source of distur-
bance (e.g. a computer). Then the display in the LED chain will intensify. In such a
case, the source of the disturbance must be relocated or another “free” frequency
must be chosen for the installation.

Technical data

Power supply: 9V block battery
Current input: approx. 25 mA 
Sensitivity : typical 1µV
Frequency bands: 26.975 MHz; 26.995 MHz; 27.015 MHz;

27.455 MHz; 40.685 MHz; 433.92 MHz;
868.30 MHz

Field-strength display: LED chain (7 x red, 4 x green)
Dimensions: 142 x 75 x 25 mm
Aerial : Telescopic rod aerial

dern ist das „Knattern“ in schneller Folge zu hören, wohingegen bei Handsendern mit
RC-2000-Codeformat ein „Knattern“ in langsamer Folge zu hören ist.

3 Vergleichende Sendepegelmessungen an Handsendern

Bei einem Vergleich der Senderpegel innerhalb eines Frequenzbereiches ist darauf zu
achten, dass unter den gleichen örtlichen Bedingungen gearbeitet wird. Die Lage des
Senders in der Hand, der Abstand zu Metallteilen und Elektroleitungen sowie die
Baugleichheit (Codeformat) sind dabei wesentliche Einflussgrößen. Ein Handsender mit
einem guten Sendepegel lässt im Abstand von 0,5 m bis 1 m bei eingeschobener
Antenne die von links erste grüne LED leuchten. Liegt die Anzeige eines zweiten Hand-
senders oberhalb der Anzeige des ersten, so ist dessen Sendepegel höher bzw. bes-
ser. Dementsprechend ist bei einer Anzeige unterhalb des ersten Handsenders dessen
Sendepegel niedriger bzw. schlechter.

4 Ermittlung von Störsendern

Störsender am Ort der Installation von Funkempfängern verursachen immer eine mehr
oder weniger starke Reduzierung der Empfindlichkeit und damit eine Verringerung der
Reichweite. Zum Prüfen ist in diesem Fall (außer bei 433,92 MHz und 868,30 MHz) die
Antenne auszuziehen. Erfolgt in einem Frequenzbereich an der LED-Kette eine Anzeige
bei nicht betätigtem Handsender, dann ist mit einer Störquelle zu rechnen. Bewegt man
sich in Richtung der vermuteten Störquelle (z.B. einem Computer), dann erhöht sich die
Anzeige der LED-Kette. In einem solchen Fall ist die Störquelle örtlich zu verlagern oder
eine andere „freie“ Frequenz für die Installation zu wählen.

Technische Daten

Spannungsversorgung: 9V Blockbatterie
Stromaufnahme: ca. 25 mA
Empfindlichkeit: typisch 1 µV
Frequenzbereiche: 26,975 MHz; 26,995 MHz; 27,015 MHz; 

27,455 MHz; 40,685 MHz; 433,92 MHz;
868,30 MHz

Feldstärkeanzeige: LED-Kette (7 x rot, 4 x grün)
Abmessungen: 142 x 75 x 25 mm
Antenne: Teleskop-Stabantenne

Handsender-Prüfgerät HPG1

Das HPG1 ist ein prozessorgesteuertes Prüfgerät, das die schnelle Lösung folgender
Aufgaben gestattet:

1) Funktionsüberprüfung von Handsendern verschiedener Frequenzen
2) Akustische Codierungsüberprüfung
3) Vergleichende Sendepegelmessungen an Handsendern
4) Ermittlung von Störsendern

Funktionsmerkmale

Das HPG1 enthält für die auf der Frontseite angegebenen Frequenzen interne
Empfänger, die über den Drehschalter auswählbar sind. Werden in diesen Frequenzen
Signale empfangen, dann wird deren Empfangspegel mit der oben querliegenden LED-
Kette angezeigt. Je mehr LEDs leuchten, um so höher ist der Pegel. Die von links erste
rote LED dient der Überwachung der Betriebsspannung. Bei einer Betriebsspannung
unter 7,5 Volt beginnt die LED zu blinken. Dieses ist das Zeichen zum Auswechseln der
verbrauchten Batterie. Wenn der Empfangspegel hoch genug ist, dass die von links
erste grüne LED leuchtet, dann ertönt zusätzlich ein Signalton aus dem Lautsprecher.
Dadurch können zum Beispiel beim Relativvergleich von Handsendern ganz einfach
deren Signale optisch und akustisch verglichen werden. Mit der Taste kann im gedrück-
ten Zustand geprüft werden, ob das Empfangssignal eine Codierung besitzt oder unco-
diert ist. Anhand der Lautsprechertöne können die verschiedenen Wortlängen erkannt
werden.

1 Funktionsüberprüfung von Handsendern verschiedener Frequenzen

Zur Inbetriebnahme ist nur der Drehschalter aus der Stellung „0“ in den zu prüfenden
Frequenzbereich zu schalten. Die Antenne wird dabei nicht ausgezogen. Der Handsen-
der ist aus ca. 0,5 m bis 1m Entfernung zu betätigen und die einzelnen Frequenzberei-
che sind anschließend nacheinander anzuwählen. Erfolgt eine Anzeige über die LED-
Zeile, dann ist dieses die betreffende Sendefrequenz. Zusätzlich kann der relative
Sendepegel beurteilt werden. Erfolgt keine Anzeige der LED-Zeile, dann ist entweder
der Sender defekt oder er sendet nicht auf der eingestellten Frequenz.

2 Akustische Codierungsüberprüfung

Wird während der Handsenderbetätigung im richtig eingestellten Frequenzbereich jetzt
zusätzlich die Taste gedrückt, dann ist die Codierung als tiefes „Knattern“ abhörbar. Ist
keine Codierung trotz LED-Zeile zu hören, dann handelt es sich entweder um einen
FM-codierten Sender, einen defekten Sender oder einen uncodierten Störsender.
Anhand des „Knatterns“ kann die Codierung überprüft werden. Bei 40-Bit Handsen-

Hand Transmitter Test Set HPG1

The HPG1 is a processor-controlled test set which allows the following tasks to be
quickly performed:
1) Functional testing of hand transmitters of different frequencies
2)   Acoustic code checking
3)   Comparing transmitting level readings on hand transmitters
4)   Detecting jamming transmitters

Functional characteristics

For the frequencies stated on the front, the HPG1 contains internal receivers which
can be selected via the rotary switch. If signals are received on these frequencies,
then their receiving level is indicated in the top traversal LED chain. The more LEDs
that light up, the higher the level. The first red LED on the left monitors the opera-
ting voltage. When the operating voltage falls below 7.5 V, the LED starts to flash.
This indicates that the battery is flat and needs replacing. When the receiving level
is high enough for the first green LED on the left to light up, then an acoustic sig-
nal is emitted from the loudspeaker in addition. As a result, on making a relative
comparison of hand transmitters, for example, their signals can quite simply be
compared visually and acoustically. With the button depressed a test can be car-
ried out to establish whether the receiving signal is coded or uncoded. Based on
the sounds coming from the loudspeaker, the various word lengths can be reco-
gnized.

1   Functional testing of hand transmitters of different frequencies

To carry this out, the rotary switch simply needs to be turned from the “0” position
to the frequency band to be tested. The aerial does not need to be pulled out.
Operate the hand transmitter from a distance of approx. 0.5 m to 1 m and call up
the individual frequency bands one after the other. If a display appears via the LED
line, then this indicates the transmitting frequency in question. In addition, the rela-
tive transmitting level can be assessed. If no display appears via the LED line, then
the transmitter is either defective or not transmitting on the set frequency.

2   Acoustic code checking

If on operating the hand transmitter on the correctly set frequency band the but-
ton is now pressed in addition, then the code can be heard as a deep “hamme-
ring”. If no code can be heard despite the display in the LED line, then this either
involves an FM-coded transmitter, a defective transmitter or an uncoded jamming
transmitter. Based on the “hammering”, the code can be checked. With 40-bit
hand transmitters the “hammering” can be heard in quick succession, whereas 


